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These cleaners have been 
designed to accommodate 
various materials and 
conditions, from the coal 
industry to the food industry. 

                                                                          

 
 
 
 
 
 
 
 
 
 

              
 
 
              PRODUCT FEATURES AND BENEFITS 

 
Dual cleaning system 
Utilising minimum-pressure blade 
for design and industrial polymer 
technology.  The Compact 
Cleaning System consists of a 
Primary Cleaner and a multi blade 
In Line secondary cleaner. 
 
Cleaners are constructed from 
lightweight Stainless steel sections 
and Polyurethane blades. The total 
weight is reduced dramatically. 
The cleaner can be removed from 
one side of the conveyor for easy 
blade removal. 
 
Mounts and Tensioners   
The Primary tensioner and mount 
is an internal spring that slides up 
the mainframe of the cleaner. 

Whilst the secondary cleaner is an In Line 
model that has a spring tensioner that adjusts 
by a simple nut. 

 
Polyurethane Blades  
Polyurethane construction protects the belt.  
A polyurethane cleaning blade allows 
carryback to be removed from the belt without 
damage such as cutting or shaving and does 
not damage splices. 
 
A variety of polyurethane materials and 
durometers are available to deal with high 
temperature, chemical resistance, Fire 
Resistant Anti-Static (FRAS), and abrasion 
resistant and food grade urethane. 
 
Patented CARP angle Design allows the 
blade to maintain the most efficient cleaning 
edge throughout the wear life blade. 
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COMPACT PRIMARY 
 
It is normally mounted on the face of the conveyor head pulley and is designed to peel off the 
thick layer of loosely adhering material that often accounts for 80%-90% of carryback. The 
blade is a single one piece cast urethane.  This can be segmented if required. 
 
The cleaner is mono directional however; the cleaner will not be damaged by belt direction 
reversal.  The cleaner is suitable for use on crowned head pulleys and damaged or grooved 
belts.  The urethane blades quickly conform to the belt profile.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
COMPACT SECONDARY 
 
 
 
 
 
 

 
 

 
Proudly Manufactured in Australia under license by:  


