
 

 

 
 
The TRAC-MOUNT® skirtboard is the only conveyor skirting which provides a continuous dust-
tight seal, and allows adjustment for wear in small increments at any point along the transfer point, 
without special tools, extensive training, or extra personnel.  The TRAC-MOUNT® Skirtboard 
sealing System eliminates material spillage at conveyor transfer points, reducing maintenance and 
operating costs. 
 
PRODUCT FEATURES AND BENEFITS 
 
“L” &  “Z” Backing Plates 
The SEGMENT BLOCK® Rubber 
Block mounts to the specially 
designed “L” Backing Plate, which 
is welded to the existing conveyor 
chute work.  The formed ‘teeth’ on 
the backing plate are designed to 
allow rubber blocks to be adjusted 
down toward the belt.  The unique 
geometry of the teeth also 
prevents the belt from pushing the 
blocks up under normal 
circumstances.  This design 
eliminates troublesome rusty 
bolts, mechanical fasteners and 
allows for quick and easy  
adjustment  by one person with 
only a hammer. The “Z” Backing 
Plate has the proper mounting 
angle incorporated into its design 
for easy and fast installation on 
new or retrofit jobs, saving time 
and money. 
 
 
 

 
The bottom lip of the Backing Plate stops over-
adjustment, and provides a dual seal, 
preventing dust from escaping the transfer 
point. 
 
Segmentblock Rubber Blocks 
Each 152mm wide block is dovetailed, 
providing a continuous seal.  This eliminates 
butted joints – a major cause of material 
leakage.  The 152mm wide blocks also allows 
for individual adjustment so the skirting can 
conform to the varying profile of the conveyor 
belt. 
 
The individual SEGMENTBLOCK® Rubber 
Blocks allow adjustment and replacement of 
only the blocks which are worn, not an entire 
strip of rubber.  Each blade conforms to the 
belt, eliminating material spillage.  Each 
152mm wide block is 19mm thick and has a 
maximum of 100mm of usable rubber.  This 
results in a longer overall skirting life when 
compared to standard systems.  Replacement 
costs are low because there is no wasted 
labour or material. 

 
 
 
 
 



 

 
 
 
 
 
 
 
 

SPECIFICATIONS 
 

A. SEGMENTBLOCK® RUBBER 
BLOCKS 

 
1. 152mm wide by 200mm high 
2. 100mm of wearabe rubber (maximum) 
3. The SEGMENTBLOCK® is available 

In various grades including Natural 
Rubber, F.R.A.S. (MDA approved) and 
Food Grade (White) 

4. Durometer - SEGMENTBLOCK® 
Blocks are made of 60 durometer 
material. Durometer is a measure of 
surface stiffness, not an indication of 
The abrasion resistance.  The abrasion 
resistance of TRAC-MOUNT®  
SKIRTBOARD (TMSB) is PICO 
Abrasion Index No. 30, which is 
designed to be less than the top cover 
of most conveyor belts (PICO Index 
No. 60) 
 
 

B. BACKING PLATE 
 
1. Provided in a “Z” or “L” 

configuration. “Z” plate is designed to 
provide the proper mounting for belts 
troughed at 20o and 35o angles allowing 
quick easy installation in retrofit 
installations. “L” plate is designed for use 
on belts troughed at 45o, flat belts or belts 
with special chute configurations. The 
bottom lip of both “Z” and “L” plate is to 
prevent material from forcing itself into the 
space between the rubber and the 
backplate 

2. 3mm thick abrasion resistant steel 
3. Zinc-plated Gold passivated for excellent 

corrosion resistance 
4. 12mm holes provided every  150mm for 

plug welding 
5. Also available in 3CR12 Corrosion 

Resistant steel

Proudly manufactured in Australia under license by:  
 

 

 

 


